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BIG-750 - 75 GPM HDPE GREASE INT./ 1306 LBS GREASE HOLD CAPACITY
WITH H-20 RATED ACCESS COVERS

TLA-500 - TANK LEVEL ALARM WITH RED
LIGHT; 85DB @ 10' WITH 6' 120v AC OWER

CORD

4 3/8

31 5/8

4 3/8

31 5/8

BIG-SP/-L/-OF - BIG MAX HDPE SAMPLING PORT 36"HEIGHT WITH H-20 LID

HIGH LEVEL ALARM OPTION, SUFFIX -HLA

High level alarm-HLA
6" No-Hub inlet/outlet connections-F6
Enzyme port-EP
Lid extension(specify)-C
High water anchor kit-AK
OPTIONAL VARIATIONSSuffix

installation.
Designed for above or below ground·
Vent not required for proper operation.·
Full internal access through lid.·
3/8" thick seamless high density polyethylene·

DETAILS

Maximum Operating Temperature: 180° Continuous4.
H-20 Load Rated Access Cover3.
Solids Holding Capacity: 140 Gallons2.
4" Inlet and Outlet No-Hub Connections.1.

BIG-140-S - DERM Requirement is to have a Solids Interceptor in front of the Grease Interceptors
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