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FOG 2.0 RER-DERM
Hydromechanical FOG Control Device (H-FCD)

Required Information Total Tank

Capacity (gpm) 250

FOG Load Capacity (lbs) at 99% Efficiency 3432.85
LBS

Manufacturer Mifab

Model No. BIG-1250

3rd Party Certifier (i.e., PDI, CSA, ASME) ASME

Interceptor Monitoring Alarm Model No. N/A

Interceptor Monitoring Device Model No. N/A

Solid Serparator Make and Model BIG-1250-S



Vent must terminate
above the top rim of
the sink

Vent stack

Kitchen floor

Add this vent if unit is
installed one or more
floors below the fixtures
being served.

Additional Venting for Floor-Below Installation

FLOW

Serving an Apartment Complex

Must be fully
supported

Recessed and SuspendedBasement installation with Pumpout Kit

Pumpout kit
port by Mifab

Piping by
others

3" ball valve

3" Cam-groove
fitting for pumper

connection

FLOW

Installation with Sampling Port (BIG-SP) Inside a Corroded Concrete Unit

4 3/8

31 5/8

4 3/8

31 5/8

BIG-SP/-L/-OF - BIG MAX HDPE SAMPLING
PORT 36"HEIGHT WITH H-20 LID

SECTION A-A

ANCHOR PLATE

UPPER SUPPORT BRACE

DETAIL B

UPPER BRACE
BOLTING
HARDWARE

BOLTING HARDWARE
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