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TEL:  773-341-3030

 
FAX: 773-341-3046

    TOLL FREE: 1-800-465-2736
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        T2000 Body Section
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T2000 Grates (vary by model)
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      T2000-PBO4

T2000-PEO4
      T2000-PEC
Installation Instructions

Layout the trench run in sequential order. Identify starting upstream and ending downstream channels and assemble starting end cap(s) SC and outlet end cap(s) OC.
[image: image1.png]MEASURING END CAP:

Insert starting end cap on most upstream channel. Mark
SC to top of frame and adjust down 1/4” for cut line (allows
for 1/4” height of finish cap FC).




     [image: image2.png]STARTING END CAP (SC) ASSEMBLY:
Cut SC and apply appropriate sealant on tongue and
recess area. Use Quick Clip to clip starting end cap to
channel.




     [image: image3.png]OUTLET END CAP (OC) ASSEMBLY:

Fix OG to downstream channel tongue. Mark OC to top of
frame and adjust down 1/4” for cut line (allows 1/4” height
of finish cap FC). Cut OC and apply appropriate sealant to
tongue area and assemble OC to channel with Quick Clip.



     [image: image4.png]FINISH CAP ASSEMBLY:
After cutting end caps to appropriate height, push on
Finish Gap to end cap and solvent weld PVC Finish Gap to
PVC Starting End Cap and Outlet End Cap(s).




[image: image5.png]BOTTOM OUTLET PIPE (BO) ASSEMBLY:
Position bottom outlet on appropriate channel. Mark
position and cut hole with 4" or 6" hole saw. Screw through
channel skirt into boss area on BO to secure during pour.
Apply appropriate sealant around hole and saddle area of

BO.



     [image: image6.png]ASSEMBLE CHANNEL

Layout with channel number visible upon completion

of end cap assembly, begin assembling channels in
sequential order. Apply appropriate sealant on tongue
areas and clip channels together with Quick Glips. Once
completed, move system into trench and stake with
number 5 rebar or 5/8" all thread and level.




     [image: image7.png]LIGHT AND MEDIUM DUTY — CLASS A-C HEAVY AND SPECIAL DUTY — CLASS D-F

OPTIONAL OVERLAY RAIL

Recommended concrete on Recommended concrete on
sides and below per table. T sides and below per table.

Standard duty grates Heavy duty grates

NES D 100°
B |39 E | 80-100'
c |60 F 100"
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