
A1Universal Body
Universal Body for floor drains,
roof drains & cleanouts

FOR: F1000, F1100, F1300, F1320 and F1420 Series Floor Drains
R1100 Series Roof Drains, C1000 and C1100 Series Cleanouts

Part Pipe Carton Carton
Number Description Size QTY. Wt. Lbs.
A1-2,3,4NH-7 Cast Iron, no hub with 2", 3", 4" 8/8/8 39/39/39

trap seal primer tapping
A1-5,6NH-7 Cast Iron, no hub with 5", 6" 8/8 37/87

trap seal primer tapping
A1-2,3,4-30-7 PVC, Socket Weld with 2", 3", 4" 12/10/8 8/7.5/6.5

trap seal primer tapping
A1-2,3,4-31-7 ABS, Socket Weld with 2", 3", 4" 12/10/8 8/7.5/6.5

trap seal primer tapping
A1-2,3,4P-7 Cast Iron, push-on with 2", 3", 4" 8/8/8 45/45/56

trap seal primer tapping
A1-6P-7 Cast Iron, push-on with 6" 4 50

trap seal primer tapping
A1-2,3,4T-7 Cast Iron, threaded with 2", 3", 4" 8/8/8 40/40/40

trap seal primer tapping
A1-5T-7 Cast Iron, threaded with 5" 4 40

trap seal primer tapping
A1-2,3,4X-7 Cast Iron, inside caulk with 2", 3", 4" 4/4/4 45/45/35

trap seal primer tapping
A1-5X-7 Cast Iron, inside caulk with 5" 4 50

trap seal primer tapping
A1-2,3,4-28-7 Cast 304 SS, no hub with 2", 3", 4" NA NA

trap seal primer tapping
A1-2,3,4T-90 Cast Iron, threaded side outlet 2", 3", 4" NA NA
A1-2,3,4-90-NH Cast Iron, no hub side outlet 2", 3", 4" NA NA

Find this part in
MIFAB literature by
this component
icon: A1 BODY

A1 Body

Find this part in
MIFAB literature by
this component
icon:

A1-(*)T-90

8”

Part
Number Description
A1-34-2” “T-cone” style plastic closure plug

w/ neoprene compression gasket
A1-34-3” “T-cone” style plastic closure plug

w/ neoprene compression gasket
A1-34-4” “T-cone” style plastic closure plug

w/ neoprene compression gasket

(*) DENOTES OUTLET SIZE

8”

2” (51) 2 3/4”(70) 3 3/8” (86) 2 1/4” (57) 3 3/4” (95) 2-15/16” (75)
3” (76) 2 3/4”(70) 3 3/8” (86) 2 5/8” (67) 3 3/4” (95) 3 3/4” (95)
4” (102) 2 3/4”(70) 3 3/8” (86) 2 5/8” (67) 3 3/4” (95) 3 3/4” (95)
5” (127) 2 3/4”(70) — 2 5/8” (67) 3 3/4” (95) —
6” (152) 3 1/4” (83) 4-3/4” (121) — — —

A1 BODY HEIGHT
PIPE NO HUB PUSH ON THREADED INSIDE CAULK PVC (-30)
SIZE (STANDARD) (P) (T) (X) ABS (-31)

Note:  for use in No Hub and
Plastic Socket bodies only
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